
Ultra Optics Cleaning Procedure
Get maximum life and performance out of your LOM ultra optics – Lenses & Mirrors

Critical Cleaning Supplies

1. 99.9% HPLC  Grade Alcohol
2 Distilled Vinegar

Procedure
Cleaning New & Used Optics

2. Distilled Vinegar
3. 99.9% HPLC  Grade Acetone
4. LOM Ultra Lens Wipes – Soft
5. Alcohol and Acetone  Dispensing Bottles
6. Non-contact Optics Holder
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1. Clean Coated Surfaces with 
Alcohol and Ultra Wipes

2. Clean Coated Surfaces with 
Vinegar and Ultra Wipes

3. Clean Coated Surfaces with 
Alcohol and Ultra Wipes
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Alcohol & Acetone 

Steel Pump

Ultra Lens 
Soft 

Synthetic 
4. Clean Coated Surfaces with  

Acetone and Ultra Wipes

5. Repeat maintenance steps at 
regular intervals as needed

Steel Pump 
Dispensing Bottles 
LOM Part Numbers 

9014 - Acetone Bottle 
9047 - Alcohol Bottle

$20 each

y
Wipes 

LOM Part 
Number 9002

100 (4”x4”) 
Sheets

$15 / k

Questions? Contact  LOM at (858)755-1105
web: www.lom.cc  e-mail: sales@lom.ccOptics Holder

LOM P t N b 9049

$15 /pk

Optics in operation accumulate various contaminants on the coated surfaces 
and so require additional steps (listed above) for cleaning. 

Backspatter (metal fused into the lens) is usually hard to remove. 

LOM Part Number 9049
Holds 1.1”, 1.5”, 2.0”, 

50mm Optics
$75 each
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